
CONSTRUCTION DATA:
     Class -
     Model -
     Date Entering Service -
     Number Constructed -
HULL DATA:
     Superstructure Points -
     Damage Chart -
     Size
          Length -
          Width -
          Height -
          Weight -
     Cargo
          Cargo Units -
          Cargo Capacity -
     Landing Capacity -
EQUIPMENT DATA:
     Control Computer Type -
     Transporters -
          Standard 6-person -
          Combat 20-person -
          Emergency 22-person -
          Cargo -
OTHER DATA:
     Crew -
     Troops - 
     Passengers -
     Shuttlecraft -
ENGINEERING:
     Total Power Units Available -
     Movement Point Ratio -
     Warp Engine Type -
          Number -
          Power Units Avaliable -
          Stress Chart -
          Max Safe Cruising Speed -
          Emergency Speed -
     Impulse Engine Type -
          Power Units Available -
WEAPONS AND FIRING DATA:
     Beam Weapon Type -
          Number -
          Firing Arcs -
          Firing Chart -
          Maximum Power -
          Damage Modifiers
                    +3
                    +2
                    +1
     Torpedo Weapon Type -
          Number -
          Firing Arcs -
          Firing Chart -
          Power To Arm -
          Damage -
SHIELD DATA:
     Deflector Shield Type -
          Shield Point Ratio -
          Maximum Shield Power -
COMBAT EFFICIENCY:
     D -
     WDF -

NOTES:
Known Sphere of Operation: Federation Interior

 Conceived as a cutter for dealing with smaller 
pirates and smugglers, the Bearclaw combines speed 
and firepower with good shielding for its size. Her sleek 
shape is intended to make atmospheric flight easier 
should the need arise for the craft to land.

Bearclaw Class Cutter is a copyright of PT Riley &  Jim Stevenson. Version 2.2

BEARCLAW CLASS IV CUTTER
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